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T3 PORTABLE WORKSTATION 



WHEEL BRACKET ASSEMBLY 



2XHD-80153 PUSH CAP - 
2XHD-80078 WASHER 3/8- 
2XHD-80150 WHEEL WITH BUSHING 



2XHD-80154 WASHER 1/2 



HD-80155 ROD 3/8X13 



HD-801 58 SCREW, BUTTON HEAD 1/4 



01-33001 WHEEL BRACKET 



4XHD-80092 LOCK NUT 1/4 



Hammer on end caps 






Attach Wheels 

First remove endcaps. 

With the workstation upside-down and legs in the 
closed position, align holes on the wheel bracket 
with those on the leg bracket. Insert 1/4" screws at 
the widest end of the bracket. 
Tighten by holding the screw head with a 5/32" alien 
wrench and turning the nut with a 7/16" wrench. 



Install End Caps 

Insert end cap onto main beam end. 
Use a 3/8" open-end wrench to install and tighten 
two #14 self tapping screws. Do not overtighten. 
Repeat with second end cap. 
/\ These end caps also serve as support arm 
UJ safety stops. 









■ 











Set up Main Beam 

Set up beam by folding out each of the legs. 



/\ Make sure the brass pin clicks, 
CiJ locking the legs in position. 
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T3 PORTABLE WORKSTATION 




SUPPORT ARM 



ROUND HEAD BOLT 5/16X31/2 



PLASTIC SUPPORT PAD 




HANDLE, CLAMP 
HEX NUT 5/1 6 



To adjust the tension of the bolt, keep handle 
in the down position, back nut off, adjust bolt 
tension and re-tighten nut. 




Loosely assemble round head bolt, bolt pad, handle 
and hex nut as shown. 

Attach Support Arms. 

Slide support arm pads, along with round head bolt 
and bolt pad, into side T-slot. 
This can be done from either side. 



Adjust Clamp Handle 

With handle pointing down, lightly turn bolt, counter- 
clockwise, with screwdriver until snug (be careful 
not to overtighten}. Continue to hold handle in the 
downward position, keeping bolt from rotating with 
screwdriver, and tighten nut clockwise with 1/2" 
wrench. 

Repeat assembly with second support arm. 
Arm should slide freely with handle in the unlock 
position, but be rigid when handle is tightened. 



Install End Caps 

Insert end cap onto main beam end. 
Use a 3/8" open-end wrench to install and tighten 
two #14 self tapping screws. Do not over tighten. 
Repeat with second end cap. 



hepe< 



777ese end caps also serve as support arm 
safety stops. 
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T3 PORTABLE WORKSTATION 



WORK SUPPORT 





Attach Work Supports 

Place support adapter over threaded hole on the far 
leftside of the extension arm. 




Place work support over adapter, insert and 

tighten plastic knob with washer. 

Repeat above procedure on the second work 

support. 
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T3 PORTABLE WORKSTATION 



TOOL MOUNT 




SLIDE BEAM BOTTOM SLOT OVER 3/4" SQUARE BOLTS 
ATTACH 5/1 6 WASHERS AND LOCK NUTS 




TIGHTEN NUTS 

AFTER POSITIONING BEAM 



SLIDE 5/1 6 SELF TAPPING SCREW HEAD 
INTO BEAM BOTTOM SLOT 
r 3/4" FROM END (BOTH SIDES) 



SLIDE 2" SQUARE BOLTS, WITH 5/1 6 NUTS AND WASHERS, 
INTO BEAM TOP SLOT FOR SAW MOUNTING. 
CAN USE 5/16 " HEX BOLTS FOR ALTERNATE LENGTHS 
(SEE MOUNTING CONFIGURATIONS) 




-THREAD FEET ONTO SELF-TAPPING SCREWS 
TIGHTEN WITH 7/8 WRENCH 





Attach tool mount 

Place tool mount on main beam, making sure cam 
handle is in the unlock position. 



AV Rotate handle clockwise, from the unlock posi- 
CiJ tion, to keep Tool mount safely fixed to beam. 

Tool mount can then be moved along or tightened to 
beam. 



Mount miter saw 

Slide 2" square bolts in T-slot. Align bolts with saw 
holes and lower saw onto support beams. 



Repeat this process with second tool mount. 
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T3 PORTABLE WORKSTATION 



TOOL MOUNT CONFIGURATIONS 




AV Balance and position saw "front-to-back," on tool 
LiJ mount so it does not tip when in the "unlock" position. 

Make sure saw fence is parallel to baserail "T" tracks. 

Secure 5/16" nut with a 1/2" wrench. 
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SLIDE COLLAR ONTO EXTENSION 
TUBE AND TIGHTEN SCREW AND NUT 




Install extension stop (T3 model) Extension stop can extend up to 3 feet from the extension 

Insert sliding stop into the end of the support beam arm. Stop can be swiveled out of the way when not in use. 
and tighten knob on support beam. 
Stop swivel can be adjusted in either direction. 
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BAG # PN DESCRIPTION QTY 



BASE RAIL ASSEMBLY 





AX-1 1096-1 


BASERAIL ASSEMBLY 


1 




PI-11005 


ENDCAP, TRAPEZOID 


2 


A 


HD-80189 


SCREW, SELF TAPPING, #14 X 3/4, HEX HEAD 


4 




WHEEL BRACKET 






01-33001 


WHEEL BRACKET 


1 




HD-80150 


WHEEL 


2 




HD-80150 


BUSHING 


2 




HD-80155 


ROD 3/8X13 


1 




HD-80153 


PUSH CAP 


2 




HD-80154 


WASHER 1/2 


2 




HD-80078 


WASHER 3/8 


2 




HD-80092 


LOCK NUT 1/4 


4 




HD-80158 


SCREW, BUTTON HEAD 1/4 


4 




SUPPORT ARM= 


= 2 Assemblies 






AX-1 1097-2 


SUPPORT ARM 


2 


2 


ZN-11090 


HANDLE, CLAMPING 


2 


2 


HD-80182 


ROUND HEAD BOLT 5/16X3 1/2 


2 


2 


ZN-11109 


BOLT PAD 


2 


2 


HD-80191 


HEX NUT 5/16 


2 




WORK SUPPORT= 2 Assemblies + 1 Stop Plate 






AX-1 1107 


SUPPORT EXTENSION 


2 




AX-1 1103 


SUPPORT "T" 


2 


3 


HD-80110 


CARRIAGE BOLT 3/8X1 1/4 LNG 


2 


3 


HD-80021 


LOCK NUT 3/8 


2 


3 


AX-1 1105 


SUPPORT ADAPTER 


2 




AX-1 1102-1 


SUPPORT BEAM, 12" 


2 


3 


HD-80183 


WHEEL, FENCE 


2 


3 


AX-11111 


EXTRUSION, BUSHING 


2 


3 


HD-80186-2 


SQUARE BOLT 5/16X1 1/2 LONG 


2 


3 


KB-90016 


KNOB 5/16 


2 


3 


HD-80186-1 


SQUARE BOLT 5/16X3/4 LONG 


4 


3 


HD-80191 


HEX NUT 5/16 


4 


3 


HD-80115 


WASHER 5/16 


8 


3 


KB-90021 


KNOB, 3/8X1. 3/4 LONG 


2 


3 


HD-80078 


WASHER 3/8 


2 




01-25511 


STOP, BENT 


1 




TOOLMOUNTS= 


2 Assemblies + 1 Hitachi Adapter 






AX-1 1100 


BASE 


2 




ZN-11090 


HANDLE, CLAMPING 


2 




ZN-11099 


RETAINER 


2 




AX-1 1101 


KEY 


2 




SP-14202 


SPRING, CONICAL 


2 




HD-80140 


HEX BOLT 5/16X2 1/4 


2 




HD-80191 


HEX NUT 5/16 


2 




HD-80115 


WASHER 5/16 


2 




AX-1 1102-2 


SUPPORT BEAM, 18" 


2 


4 


HD-80186-1 


SQUARE BOLT 5/16X3/4 LONG 


4 


4 


HD-80186-3 


SQUARE BOLT 5/16X2.0 LONG 


4 


4 


HD-80115 


WASHER 5/16 


8 


4 


HD-80139 


LOCK NUT 5/16 


8 


4 


PI-11008 


FOOT 


4 


4 


HD-80190 


SCREW, SELF TAPPING, 5/16X1.0 


4 




01-25512 


ADAPTER PLATE, HITACHI SAW 


1 


4 


HD-80186-1 


SQUARE BOLT 5/16X3/4 LONG 


2 


4 


HD-80186-2 


SQUARE BOLT 5/16X1 1/2 LONG 


1 


4 


HD-80139 


LOCK NUT 5/16 


3 


4 


HD-80115 


WASHER 5/16 


3 


4 


HD-80188 


WASHER, 5/16, HEAVY DUTY 


4 




EXTENSION STOP (T3 Model) 






AX-1 1098 


STOP PIPE, SLIDING 






AX-1 1104 


STOP COLLAR 






AX-1 11 10 


STOP SWIVEL 






KB-90020 


KNOB,WITH TIP 




5 


KB-90022 


KNOB, BRASS STUD 




5 


HD-80187 


WASHER 1/2 




5 


HD-80143 


SOCKET SCREW 1/4X1.25 




5 


HD-80130 


SQUARE NUT, 1/4 
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TracRac, Inc. Limited WARRANTY 



Thanks for purchasing a TracRac, Inc. product. 
We proudly make our products in the USA 
-- and we stand behind them. We thoroughly 
inspect every product before shipment, and 
warrant them to the original purchaser to be 
free from defects in materials and workman- 
ship for a period of 24 months from the date of 
purchase. 

In the unlikely event that trouble develops dur- 
ing the warranty period, please: 
Contact TracRac for a return authorization 
number and instructions 

If our inspection shows defective materials 
or workmanship, we will repair or replace the 
product (at our discretion) at no charge. We 
will return the product to you at our expense. 

Proof of purchase is required. 

Certain restrictions apply: 

This warranty does not apply to normal wear 

and tear. 



Any damage caused by careless, unsafe, 
excessive use, improper handling, improper 
installation or alteration are not covered. 
Overloading beyond rated capacity, accidents, 
or repairs attempted by anyone other than 
TracRac personnel or our Authorized Dealers 
are not covered. 

This warranty applies in lieu of any other war- 
ranties, expressed or implied (including implied 
warranties of merchantability and fitness for a 
particular purpose). Variations of its terms are 
not authorized. 

The foregoing obligation is TracRac's sole lia- 
bility under this or any other implied warranty, 
and under no circumstances shall TracRac be 
liable for any special, indirect, incidental or 
consequential damage, whether arising out 
of breach of warranty, breach of contract or 
otherwise. 

Some states do not allow limitations on how 
long an implied warranty lasts or the exclusion 



or limitations of incidental or consequential 
damages, so the above limitation or exclusion 
may not apply to you. This warranty gives you 
specific legal rights and you may also have 
other rights which vary from state to state. 

Purchased from: 
Model (SKU)#: 
Date of purchase: 

This warranty is valid only in the United States 
of America 

To activate your warranty - and to take advan- 
tage of our special promotions, new product 
releases, & product upgrades - please com- 
plete the attached WARRANTY CARD and sub- 
mit it immediately to TracRac Inc. 
Remember: Your Warranty is not in effect 
unless we receive your completed card within 
10 days from your date of purchase. Thanks! 



Questions and Answers 



Issue: Support Arm Assembly has prob- 
lems sliding, or handle is too "loose" or too 
"tight". 

Solution: Re-Adjust handle bolt tightness 
per instructions. 

Issue: "J" Track or "J" slot on Baserail is 
damaged. 

Solution: File track or slot with flat file to 
remove burr/bump. 

Issue: Fence rollers on work support do not 
stay aligned with saw fence when support 
arm is moved. 

Solution: Adjust location of saw on Tool 
Mount Support Beams so saw fence is par- 
allel to baserail "T" tracks 

Issue: Saw is unstable when the 
"Toolmount Handles" are put in the unlock 
position to remove saw. 
Solution: Loosen the Toolmount Beam 
fasteners (to the saw or Toolmount) and 
re-position the saw, forward or back, on the 
Toolmount Bases. 



• Re-positioning the saw will balance it, 
for ease of removal and installation to 
the baserail, when the handles are in the 
unlock position. 

• For sliding miter saws, sliding and lock- 
ing the saw motor & blade to an alternate 
position during removal and installation 
should sufficiently stabilize the saw/ 
toolmount unit. 

Issue: Saw has rubber foot pads on the 
saw base that make tool mount installation 
difficult. 

Solution: Remove rubber foot pads 



IF NECESSARY, ON SOME SAWS. 
TOOLMOUNT HANDLE CAN BE 
POSITIONED UNDER THIS CAVITY 



J SAW BASE (SIDE VIEW) 




Issue: Work support is not horizontal or 
parallel with the saw table or other support. 
Solution: Change angle by placing 5/16" 
washer between the support beam and "T\ 
Re-tighten nuts. 
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